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PERFECTION TK15 is the result of a clear demand of the market and
highest-level development efforts. And this result is quite impressive:
significantly increased breaking force values in the same rope grade
are apparent advantages over the predecessor product and
other commercially available ropes.

The current standard product range with a rope grade of 1770, lang`s lay, ungalvanized is in stock.

nominal diameter
[mm]

weight per meter 
[kg/m]

minimum breaking force [kN]
 1770 1960 2160

7 0,23 36,5 40,4 42,9

8 0,31 47,6 52,8 56,0

9 0,37 60,3 66,8 70,8

9,2 0,39 62,9 69,7 76,8

10 0,45 74,4 82,4 87,4

10,3 0,48 76,0 84,0 -

11 0,54 90,0 100 106

12 0,64 108 119 126

13 0,81 126 140 148

14 0,91 146 162 172

15 1,07 167 186 197

16 1,16 191 211 224

17 1,32 215 239 253

18 1,46 241 267 284

19 1,64 269 298 316

20 1,88 298 330 350

21 2,01 328 364 386

22 2,20 360 399 423

23 2,40 394 436 463

24 2,69 428 475 504

 

 ATTENTION
Use of the products can be dangerous. Our products are to be used only for their intended purpose. 
The customer must ensure that the user is familiar with the proper application and the necessary safety procedures. Be aware that every 
product can cause harm if it is used improperly or overstressed.


